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Tel. +39 02-2592795 +39 02-27201352 Fax +39 02-2593704

N° FAMILY TYPE

001 TVCC SYSTEM

NETTUNO WIRING

- RS485 BUS cable for connection between pulsar and
peripherals

Cable type: twisted and shielded - size: 22 - 19 AWG -
capacity < 35pF/mt - n°2 wires

- Input connection cable
Cable type: twisted and shielded - size: 20 - 22 AWG -
capacity <565 pF/mt - n°2 wires max resistance: 20 Q

- Cavo linea BUS RS485 per collegamento tra centrale
pulsar e periferiche

Cavo tipo: twistato e schermato - sezione: 22 - 19 AWG
capacita < 35pF/mt - n°2 conduttori

- Cavo per collegamento ingressi
Cavo twistato e schermato - sezione: 20 - 22 AWG

capacita <55 pF/mt - n°2 conduttori max resistenza: 20 Q

- Cavo segnale video 1Vpp per il collegamento dalla telecamera e DVR
Cavo tipo: coassiale RG59 - 750hm o similari

- 1Vpp cable for connection between DVR and camera
Cable type: RG59 - 750hm coaxial or similar

- Cavo segnale video per il collegamento dal DVR al monitor coassiale
Cavo tipo: coassiale RG59 - 750hm o similari

- Signal cable for connection between DVR and coaxial
monitor. Cable type: RG59 - 750hm coaxial or similar

- Cavo segnale video per il collegamento dal DVR al monitor digitale
Cavo tipo: HDMI/VGA

- Signal cable for connection between DVR and
digital monitor. Cable type: HDMI/VGA

monitor analogico

monitor analogico monitor analogico

monitor analogico

iR

7

O OO
€

,
l:r‘l
O

1
1

g

gilS

_{£>

d
ooooO

monitor SVGA

J Y

gestione ingressi
speed dome

=3

L]

oI

anNno
+1NO

5.

LA+[O /]
LA- |O

1110
I

o)
VN

2]

Y

s

Y

|
:

-l -] -

olojojojojo olo olo

S 25 22 =3

Ngg oR zZ
m

joystick di comando
speed dome

'_\
& © A
M TV
M TV
AN M
TV
MDD | mod. TD462N
Vg Vg I\
MPN—] 1
C NC O
O|O|0|O O
n
N
G
H




